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techniques  for  achieving,  in  production,  economies  of  scale.  Recently,  an  innovative  strategy  generally  identified  as 
“precision agriculture” has been proposed  to  cope with  the problem of environmental  sustainability.  It  is based on  the 
observation, the impact assessment, and a timely strategic response to fine‐scale variation of the parameters of agricultural 
production processes [2] in order to reduce the waste of natural resources and the use of fertilizing substances also holding 
or enhancing  the yield of  the  tillage at  the same  time.  In  this area, a significant  role  is played by  the Global Positioning 
System  (GPS)  [3]  thanks  to  its  features  in  terms  of  localization.  Moreover,  remote  sensing  techniques  [4]  have  been 
employed  to  provide  suitable  and  effective  informations  to  the  farmers  in  order  to  evaluate  soil  and  environmental 
conditions starting from images collected by satellites or by the plane. However, the need of real‐time data and the arising 
cost  strongly  suggest  the  use/integration  of/with  alternative  strategies  based  on  sensors  located  inside  or  nearby  the 
tillage. Towards  this end, Wireless Sensor Networks  (WSNs) can play a relevant role because of their ability of providing 
real‐time data collected by spatially distributed sensors [5]. More specifically, a WSN is a wireless network composed by a 
set  of  autonomous,  low‐power,  and  low‐cost  devices  (called  nodes)  using  sensors  to  cooperatively  monitor  physical 
quantities. WSNs have been already used for precision farm purposes especially for monitoring environmental parameters 
[6]. Such a paper describes an innovative solution based on a WSN for precision agriculture. With respect to state‐of‐the‐art 
deployments,  the proposed  solution  is based on  totally autonomous  sensor nodes  characterized by multiple  sensors  to 
real‐time  collect  in a distribute  fashion data  concerned with  the  temperature and  the moisture of  the  subsoil, but also 
related to the tree, with the aim of defining a closed‐loop control system for production/agriculture management.  In the 






The  proposed  system  is  composed  by  a WSN  of  27  nodes,  each  one  equipped with  5  soil moisture  sensors,  a  subsoil 
thermometer,  and  a  dendrometer  in  order  to  monitor  the  growth  of  the  tree.  Such  sensors  are  connected  to  an 
input/output  interface on  a  TinyNode 5842  central unit. As detailed  in  Fig. 1,  the power  supply  consists of  a  lead  acid 
battery and a solar panel able  to provide 250 mA at 7 V.  In order  to perform a real‐time monitoring of  the state of  the 
network, each node also collects the data concerned with the voltage of the battery, the voltage of the solar panel, and the 
internal voltage as well as the temperature of the microcontroller.  In addition to the voltage of the output signals of the 
                                                 
1 http://www.eledia.ing.unitn.it/html/index.php?module=Static_Docs&func=view&f=pages/nolang/agriwsn/index.htm  





shown  in  Fig.  2,  the  soil  moisture  sensors  have  been  located  underground  at  different  depth  levels  ( ml 1.01 −= , 
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